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DECIBEL - Main Result
Calculation: Wariant I wie¿a 90 m

Noise calculation model:
 ISO 9613-2 Poland
Wind speed:
 10,0 m/s
Ground attenuation:
 Alternative
Meteorological coefficient, C0:
 0,0 dB
Type of demand in calculation:
 1: WTG noise is compared to demand (DK, DE, SE, NL etc.)
Noise values in calculation:
 All noise values are mean values (Lwa) (Normal)
Pure tones:
 Pure and Impulse tone penalty are added to WTG source noise
Height above ground level, when no value in NSA object:
 4,0 m Allow override of model height with height from NSA object
Deviation from "official" noise demands. Negative is more restrictive, positive is less restrictive.:
 0,0 dB(A)

Scale 1:20 000
New WTG Noise sensitive area

WTGs
Geo DMS: WGS 84 WTG type Noise data

Longitude Latitude Z Row data/Description Valid Manufact. Type-generator Power, Rotor Hub height Creator Name Wind Status LwA,ref Pure tones
rated diameter speed

[m] [kW] [m] [m] [m/s] [dB(A)]
1 17°31'45,39" East 52°28'33,48" North 112,0 Wariant I wie¿a 90 m (4.4) Yes SWT W  (107 dB)-3 500 3 500 130,0 90,0 USER Runtime input 10,0 User value 107,0 0 dB
2 17°33'29,12" East 52°28'40,77" North 116,0 EW Gêbarzewo dzia³ka nr 86 Yes SWT W  (107 dB)-3 500 3 500 130,0 150,0 USER Runtime input 10,0 User value 107,0 0 dB

Calculation Results

Sound Level
Noise sensitive area Geo DMS: WGS 84 Demands Sound Level Demands fulfilled ?
No. Name Longitude Latitude Z Imission height Noise From WTGs Distance to noise demand Noise

[m] [m] [dB(A)] [dB(A)] [m]
A Zab. zagrodowa na dz. nr 194 obr. Paw³owo 17°31'02,74" East 52°28'34,27" North 112,0 4,0 45,0 36,7 396 Yes
B Zab. zagrodowa na dz. mr 196/11 obr. Paw³owo 17°31'03,45" East 52°28'42,16" North 112,5 4,0 45,0 36,2 427 Yes
C Zab. zagrodowa na dz. nr 201/1 obr. Paw³owo 17°31'03,10" East 52°28'44,68" North 113,6 4,0 45,0 35,8 461 Yes
D Zab. zagrodowa na dz. 184 i 231 obr. Paw³owo 17°31'13,30" East 52°28'14,73" North 110,0 4,0 45,0 36,2 431 Yes
E Zab. zagrodowa na dz. 193/3 obr. Paw³owo 17°31'28,73" East 52°28'10,68" North 111,1 4,0 45,0 37,2 363 Yes
F Zab. zagrodowa na dz. 228/2 17°32'15,54" East 52°28'53,98" North 117,3 4,0 45,0 36,8 440 Yes
G Zab. zagrodowa na dz. 228/3 17°32'20,57" East 52°28'55,33" North 116,4 4,0 45,0 36,0 535 Yes
H Zab. zagrodowa na dz. 228/1 17°32'15,23" East 52°28'55,01" North 116,6 4,0 45,0 36,6 460 Yes
I Zab. zagrodowa na dz. 212 17°31'15,06" East 52°28'53,28" North 110,0 4,0 45,0 36,2 429 Yes

Distances (m)
WTG

NSA 1 2
A 805 2766
B 836 2747
C 870 2755
D 838 2687
E 772 2430
F 852 1384
G 947 1347
H 872 1333
I 838 2559
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Map 10,0 m/s
Calculation: 
Wariant I wie¿a 90 m
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DECIBEL - Main Result
Calculation: Wariant I wie¿a 150 m

Noise calculation model:
 ISO 9613-2 Poland
Wind speed:
 10,0 m/s
Ground attenuation:
 Alternative
Meteorological coefficient, C0:
 0,0 dB
Type of demand in calculation:
 1: WTG noise is compared to demand (DK, DE, SE, NL etc.)
Noise values in calculation:
 All noise values are mean values (Lwa) (Normal)
Pure tones:
 Pure and Impulse tone penalty are added to WTG source noise
Height above ground level, when no value in NSA object:
 4,0 m Allow override of model height with height from NSA object
Deviation from "official" noise demands. Negative is more restrictive, positive is less restrictive.:
 0,0 dB(A)

Scale 1:20 000
New WTG Noise sensitive area

WTGs
Geo DMS: WGS 84 WTG type Noise data

Longitude Latitude Z Row data/Description Valid Manufact. Type-generator Power, Rotor Hub height Creator Name Wind Status LwA,ref Pure tones
rated diameter speed

[m] [kW] [m] [m] [m/s] [dB(A)]
1 17°33'29,12" East 52°28'40,77" North 116,0 EW Gêbarzewo dzia³ka nr 86 Yes SWT W  (107 dB)-3 500 3 500 130,0 150,0 USER Runtime input 10,0 User value 107,0 0 dB
2 17°31'45,39" East 52°28'33,48" North 112,0 Wariant I wie¿a 150 m (4.4) Yes SWT W  (107 dB)-3 500 3 500 130,0 150,0 USER Runtime input 10,0 User value 107,0 0 dB

Calculation Results

Sound Level
Noise sensitive area Geo DMS: WGS 84 Demands Sound Level Demands fulfilled ?
No. Name Longitude Latitude Z Imission height Noise From WTGs Distance to noise demand Noise

[m] [m] [dB(A)] [dB(A)] [m]
A Zab. zagrodowa na dz. nr 194 obr. Paw³owo 17°31'02,74" East 52°28'34,27" North 112,0 4,0 45,0 37,8 375 Yes
B Zab. zagrodowa na dz. mr 196/11 obr. Paw³owo 17°31'03,45" East 52°28'42,16" North 112,5 4,0 45,0 37,3 405 Yes
C Zab. zagrodowa na dz. nr 201/1 obr. Paw³owo 17°31'03,10" East 52°28'44,68" North 113,6 4,0 45,0 36,8 440 Yes
D Zab. zagrodowa na dz. 184 i 231 obr. Paw³owo 17°31'13,30" East 52°28'14,73" North 110,0 4,0 45,0 37,2 408 Yes
E Zab. zagrodowa na dz. 193/3 obr. Paw³owo 17°31'28,73" East 52°28'10,68" North 111,1 4,0 45,0 38,3 341 Yes
F Zab. zagrodowa na dz. 228/2 17°32'15,54" East 52°28'53,98" North 117,3 4,0 45,0 37,7 417 Yes
G Zab. zagrodowa na dz. 228/3 17°32'20,57" East 52°28'55,33" North 116,4 4,0 45,0 36,8 513 Yes
H Zab. zagrodowa na dz. 228/1 17°32'15,23" East 52°28'55,01" North 116,6 4,0 45,0 37,5 438 Yes
I Zab. zagrodowa na dz. 212 17°31'15,06" East 52°28'53,28" North 110,0 4,0 45,0 37,2 408 Yes

Distances (m)
WTG

NSA 1 2
A 2766 805
B 2747 836
C 2755 870
D 2687 838
E 2430 772
F 1384 852
G 1347 947
H 1333 872
I 2559 838
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Map 10,0 m/s
Calculation: 
Wariant I wie¿a 150 m
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DECIBEL - Main Result
Calculation: Wariant I wie¿a 90 m - przesuniêcie 50 m

Noise calculation model:
 ISO 9613-2 Poland
Wind speed:
 10,0 m/s
Ground attenuation:
 Alternative
Meteorological coefficient, C0:
 0,0 dB
Type of demand in calculation:
 1: WTG noise is compared to demand (DK, DE, SE, NL etc.)
Noise values in calculation:
 All noise values are mean values (Lwa) (Normal)
Pure tones:
 Pure and Impulse tone penalty are added to WTG source noise
Height above ground level, when no value in NSA object:
 4,0 m Allow override of model height with height from NSA object
Deviation from "official" noise demands. Negative is more restrictive, positive is less restrictive.:
 0,0 dB(A)

Scale 1:20 000
New WTG Noise sensitive area

WTGs
Geo DMS: WGS 84 WTG type Noise data

Longitude Latitude Z Row data/Description Valid Manufact. Type-generator Power, Rotor Hub Creator Name Wind Status LwA,ref Pure
rated diameter height speed tones

[m] [kW] [m] [m] [m/s] [dB(A)]
1 17°33'29,12" East 52°28'40,77" North 116,0 EW Gêbarzewo dzia³ka nr 86 Yes SWT W  (107 dB)-3 500 3 500 130,0 150,0 USER Runtime input 10,0 User value 107,0 0 dB
2 17°31'44,93" East 52°28'31,92" North 112,0 Wariant I wie¿a 90 m (4.4) przesuniêcie 50 m Yes SWT W  (107 dB)-3 500 3 500 130,0 90,0 USER Runtime input 10,0 User value 107,0 0 dB

Calculation Results

Sound Level
Noise sensitive area Geo DMS: WGS 84 Demands Sound Level Demands fulfilled ?
No. Name Longitude Latitude Z Imission height Noise From WTGs Distance to noise demand Noise

[m] [m] [dB(A)] [dB(A)] [m]
A Zab. zagrodowa na dz. nr 194 obr. Paw³owo 17°31'02,74" East 52°28'34,27" North 112,0 4,0 45,0 36,8 390 Yes
B Zab. zagrodowa na dz. mr 196/11 obr. Paw³owo 17°31'03,45" East 52°28'42,16" North 112,5 4,0 45,0 36,1 435 Yes
C Zab. zagrodowa na dz. nr 201/1 obr. Paw³owo 17°31'03,10" East 52°28'44,68" North 113,6 4,0 45,0 35,6 474 Yes
D Zab. zagrodowa na dz. 184 i 231 obr. Paw³owo 17°31'13,30" East 52°28'14,73" North 110,0 4,0 45,0 36,7 390 Yes
E Zab. zagrodowa na dz. 193/3 obr. Paw³owo 17°31'28,73" East 52°28'10,68" North 111,1 4,0 45,0 37,9 315 Yes
F Zab. zagrodowa na dz. 228/2 17°32'15,54" East 52°28'53,98" North 117,3 4,0 45,0 36,4 482 Yes
G Zab. zagrodowa na dz. 228/3 17°32'20,57" East 52°28'55,33" North 116,4 4,0 45,0 35,7 576 Yes
H Zab. zagrodowa na dz. 228/1 17°32'15,23" East 52°28'55,01" North 116,6 4,0 45,0 36,1 502 Yes
I Zab. zagrodowa na dz. 212 17°31'15,06" East 52°28'53,28" North 110,0 4,0 45,0 35,8 459 Yes

Distances (m)
WTG

NSA 1 2
A 2766 800
B 2747 844
C 2755 883
D 2687 799
E 2430 724
F 1384 894
G 1347 988
H 1333 915
I 2559 868
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DECIBEL - Main Result
Calculation: Wariant II - alternatywny wie¿a 105 m

Noise calculation model:
 ISO 9613-2 Poland
Wind speed:
 10,0 m/s
Ground attenuation:
 Alternative
Meteorological coefficient, C0:
 0,0 dB
Type of demand in calculation:
 1: WTG noise is compared to demand (DK, DE, SE, NL etc.)
Noise values in calculation:
 All noise values are mean values (Lwa) (Normal)
Pure tones:
 Pure and Impulse tone penalty are added to WTG source noise
Height above ground level, when no value in NSA object:
 4,0 m Allow override of model height with height from NSA object
Deviation from "official" noise demands. Negative is more restrictive, positive is less restrictive.:
 0,0 dB(A)

Scale 1:20 000
New WTG Noise sensitive area

WTGs
Geo DMS: WGS 84 WTG type Noise data

Longitude Latitude Z Row data/Description Valid Manufact. Type-generator Power, Rotor Hub Creator Name Wind Status LwA,ref Pure
rated diameter height speed tones

[m] [kW] [m] [m] [m/s] [dB(A)]
1 17°33'29,12" East 52°28'40,77" North 116,0 EW Gêbarzewo dzia³ka nr 86 Yes SWT W  (107 dB)-3 500 3 500 130,0 150,0 USER Runtime input 10,0 User value 107,0 0 dB
2 17°31'45,39" East 52°28'33,48" North 0,0 Wariant II alternatywny wie¿a 105 m (4... Yes SWT W 100 (106,5 dB)-2 500 2 500 100,0 105,0 USER Runtime input 10,0 User value 107,0 0 dB

Calculation Results

Sound Level
Noise sensitive area Geo DMS: WGS 84 Demands Sound Level Demands fulfilled ?
No. Name Longitude Latitude Z Imission height Noise From WTGs Distance to noise demand Noise

[m] [m] [dB(A)] [dB(A)] [m]
A Zab. zagrodowa na dz. nr 194 obr. Paw³owo 17°31'02,74" East 52°28'34,27" North 112,0 4,0 45,0 37,0 380 Yes
B Zab. zagrodowa na dz. mr 196/11 obr. Paw³owo 17°31'03,45" East 52°28'42,16" North 112,5 4,0 45,0 36,5 410 Yes
C Zab. zagrodowa na dz. nr 201/1 obr. Paw³owo 17°31'03,10" East 52°28'44,68" North 113,6 4,0 45,0 36,0 445 Yes
D Zab. zagrodowa na dz. 184 i 231 obr. Paw³owo 17°31'13,30" East 52°28'14,73" North 110,0 4,0 45,0 36,4 414 Yes
E Zab. zagrodowa na dz. 193/3 obr. Paw³owo 17°31'28,73" East 52°28'10,68" North 111,1 4,0 45,0 37,5 346 Yes
F Zab. zagrodowa na dz. 228/2 17°32'15,54" East 52°28'53,98" North 117,3 4,0 45,0 37,1 424 Yes
G Zab. zagrodowa na dz. 228/3 17°32'20,57" East 52°28'55,33" North 116,4 4,0 45,0 36,2 519 Yes
H Zab. zagrodowa na dz. 228/1 17°32'15,23" East 52°28'55,01" North 116,6 4,0 45,0 36,8 444 Yes
I Zab. zagrodowa na dz. 212 17°31'15,06" East 52°28'53,28" North 110,0 4,0 45,0 36,5 413 Yes

Distances (m)
WTG

NSA 1 2
A 2766 805
B 2747 836
C 2755 870
D 2687 838
E 2430 772
F 1384 852
G 1347 947
H 1333 872
I 2559 838
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